Scanning electron microscopy (SEM) is a powerful tool for the direct visualization of biological specimens at nanometrescale resolution. However, images of unstained specimens in water using an atmospheric holder exhibit very poor contrast and heavy radiation damage. Here, we present a new form of microscopy, the frequency transmission electric-field (FTE) method using SEM, that offers low radiation damage and high-contrast observation of unstained biological samples in water. The wet biological specimens are enclosed in two silicon nitride (SiN) films. The metal-coated SiN film is irradiated using a focused modulation electron beam (EB) at a low-accelerating voltage. A measurement terminal under the sample holder detects the electric-field frequency signal, which contains structural information relating to the biological specimens. Our results in very little radiation damage to the sample, and the observation image is similar to the transmission image, depending on the sample volume. Our developed method can easily be utilized for the observation of various biological specimens in water.
Introduction
Scanning electron microscopy (SEM) is an important technique for producing high-resolution images of biological samples [1] [2] [3] . To allow observation under high vacuum conditions and to avoid electrical radiation damage by SEM, the biological specimens must be prepared using glutaraldehyde fixation, negative staining, a cryo technique, and/or a metal coating [4] [5] [6] . These preparations also have positive effects in terms of contrast enhancement and allowing the biological specimens to remain uncharged. Until now, atmospheric and/or wet biological specimens have been observed using atmospheric holders [7] [8] [9] [10] . However, using these methods, the specimens undergo heavy radiation damage caused by the electron beam (EB) [11] [12] [13] , while unstained samples give a very poor contrast [9, 10] . Therefore, these systems further require glutaraldehyde fixation with negative staining or use of gold labels [9, 10] . In transmission electron microscopy (TEM) based system, the biological molecules in a water layer were observed by the environmental sample holder equipped to phase-plate TEM [14] . This system is effective to analyse the biological molecules in water layer.
Recently, we reported SEM-based methods for the analysis of biological specimens with low radiation damage [15] [16] [17] [18] . These methods enable high-contrast imaging of atmospheric and/or wet unstained biological samples [15, 16] . The high contrast is accomplished through the secondary electron and/or soft X-ray generated from the metal-coated silicon nitride (SiN) thin film. The irradiated electrons are almost scattered and absorbed in the metal-coated thin film, which results in low radiation damage to the unstained biological samples. However, it is difficult to observe specimens in a water layer with a thickness greater than 10 mm using these methods.
Here, we present a newly developed imaging method resulting in no damage to unstained biological specimens in water, on the basis of a frequency transmission electric-field (FTE) system using SEM. Wet biological specimens are enclosed in two SiN films: the upper SiN film is coated with tungsten (W) and nickel (Ni) layers with a thickness of 20 and 5 nm, respectively. The W-Ni-coated SiN film is irradiated using a focused modulation EB at a frequency of 30260 kHz and a low-accelerating voltage. Irradiated electrons are almost absorbed in the W layer; thus, the negative electric-field potential arises at this position. This negative potential is oscillated at the EB modulation frequency of 30260 kHz. The electric-field oscillation is transmitted to the lower SiN film through the biological samples in water. Finally, a measurement terminal under the SiN film detects the electric frequency signal, providing structural information relating to the biological specimens. In our method, the biological samples are not directly irradiated via the EB; thus, electron radiation damage is completely avoided.
Results
A schematic of our FTE imaging method using SEM is shown in Figure 1A . The electrostatic deflection system is installed in a thermionic SEM. A control, square wave, signal of 30260 kHz from a function generator is applied to the deflection plate, producing the chopped EB. The metal-coated SiN film on the sample holder is irradiated using an EB with a low-accelerating voltage of 324 kV. A measurement terminal under the sample holder detects the transmission of an electric frequency signal to the biological specimens in water. The detection signal is output to a lock-in amplifier after pre-amplification. After the experimental procedure, FTE images are constructed using the detection signal and scanning signal of the EB from a data recorder.
Unstained and unfixed biological specimens in water are deposited under a metal-coated SiN film and sealed using a further 50-nm-thick SiN film, which is installed in the sample holder ( Figure 1B) . The sample holder consists of an upper aluminium part and a lower acrylic resin part. The upper part is connected to the system ground (GND); consequently, the metal layer on the SiN film is conducted to the GND. The lower, acrylic resin, part of the holder has a high resistivity; hence, measurement at the lower terminal of the holder is insulated from the metalcoated SiN film. This prevents direct detection of the EB signal through the metal layer on the SiN film. The metal-coated film consists of 20-nm-thick W and 5-nm-thick Ni layers on a 50-nm- thick SiN film ( Figure 1C ). The 5-nm-thick Ni layer acts as adhesion between the W layer and the SiN film.
We calculate the scattered electron distribution in a W-Nicoated SiN film using Monte Carlo (MC) simulation (Figures 1D and E). For 3-kV EB, the irradiated electrons are strongly scattered and completely absorbed in the 20-nm W layer ( Figure 1D ). At 4 kV, a few electrons reach the water layer ( Figure 1E ). Therefore, biological specimens under a W-Ni-coated SiN film are subject to very little damage from the irradiated electrons.
Our detection mechanism is shown in Figure 2 . During EB irradiation, the electrons are scattered and absorbed by the W layer; hence, the negative electric potential arises in the irradiated position. Its negative potential influences the electric dipoles of the water molecules and other ions in the sample solution (Figure 2A ). The negative potential at the irradiated position orientates the water molecules under the SiN film; thereby its negative potential is propagated to the bottom side of the SiN film. Finally, the potential is detected by a measurement terminal under the SiN film through a pre-amplifier. When the EB is turned off, the negative potential at the EB-irradiated position immediately disappears ( Figure 2B ). Therefore, water molecules under a SiN film adopt a random orientation, and the detection signal disappears. The detection state is iterated by the square wave of EB. When the biological specimens are irradiated with the EB, the detection signal is attenuated by its specimens ( Figure 2C ).
We first observe the FTE images of unstained yeasts in a water layer sealed in the gap between two SiN films ( Figure 3) . At an EB of 3 kV and 30-kHz frequency, the yeasts show a large ellipsoid with a diameter of 40 mm of black contrast ( Figure 3A ). Using 4-kV EB, the FTE image shows two yeasts with diameters of 10 and 20 mm, respectively, and clear contrast ( Figure 3B ). To further investigate the FTE image, the EB frequency is varied between 30 and 60 kHz ( Figures 3C and D) . The cluster yeast image is improved at the 60-kHz frequency.
Next, we image the bubble area in the specimens ( Figure 3E ). In the observation image, the left side is the air region and the right side is water. The yeast highlighted with the white arrow is located at the boundary of air and water. Interestingly, the edge of the yeast at the air side is very sharp. On the other hand, the water side is broad. The difference in the edges is clearly identified from a line plot of the yeast centre ( Figure 3F ). The falling-edge width under air and water conditions is 0.25 mm and 1.53 mm, respectively, which is defined as the distance over which the normalized intensity decreases from 0.75 to 0.25 in the lineout. These differences may represent the different characteristics of the spread at transmission of the frequency electric signal between air and water. At the yeast of the right-lower side in Figure 3E , the edge between air and water is uneven. Because the electric dipoles of the water molecules are influenced by the negative potential oscillation in the chopped-EB-irradiated position, the water edge is probably pulsed according to its electric-field oscillation.
Finally, we measure the yeasts with environmental bacteria (Figure 4 ). At the 3-kV EB, the various bacteria of the spherical or cylinder shapes are scattered around the yeasts, with sizes of 123 mm (Figure 4A ). At the 4-kV EB with 40006 magnifications, a tubular bacterium is clearly observed ( Figure 4B ). To further investigate the bacterium indicated by the black arrow, we create a pseudo-colour in an expanded image ( Figure 4C ). Some constrictions are visible in the bacterium. Moreover, the image intensity increases at the crossover point of the two bacteria ( Figure 4C white arrow). This suggests that the FTE image is similar to the transmission image, depending on the sample volume.
Discussion
Our FTE imaging method enables observation of unstained biological specimens in water at high contrast. Furthermore, the irradiated electrons are scattered and absorbed in the W-Nicoated SiN film on the biological specimens; hence, our method is capable of undamaged observation. The irradiated EB is modulated by 30260 kHz chopping and 324 kV acceleration (Figure 1) . Therefore, the negative potential oscillation arises at the EB-irradiated position in the W-Ni-coated SiN film, which is transmitted to the bottom SiN film through the biological samples in the liquid layer. Finally, the specimen images are observed by the electric frequency signal from the measurement terminal. A similar electric-field detection method was adopted for the medical Figure 2 . Schematic of our hypothesis of the detection mechanism of the FTE imaging system. (A) If EB irradiates the W-Ni-coated film, the electrons are scattered and absorbed in the film; hence, the negative potential arises in the irradiated position. The negative electric potential influences the electric dipoles of the water molecules and other ions in the sample solution. The negative potential at the irradiated position orientates the water molecules; thereby the negative potential is transmitted to the lower side of the SiN film. (B) When the EB is withdrawn, its negative potential immediately disappears. Therefore, water molecules under the SiN film resort to a random orientation; thereby the detection signal of a measuring terminal is 0 V. Its state is iterated by the square wave of EB. (C) When the EB is irradiated at the biological specimen position, the detection signal is attenuated by the specimens. doi:10.1371/journal.pone.0092780.g002
imaging of the human body, which is called electrical impedance tomography (EIT) [19223] . Furthermore, the ultrasonic imaging system by SEM (SEAM) was already developed from a focused modulated EB using the deflection plate [24, 25] . In our FTE system, we combined both technologies of EIT and SEAM system using the atmospheric sample holder.
We assume that the mechanism of propagation of the electric frequency signal at the water layer is based on the electric dipoles of the water molecules and various ions (Figure 2 ). At the negative potential in the W-Ni-coated SiN film by the ON state of EB, the electric dipoles are aligned according to the electric potential. Water has a high electric permittivity; therefore, the electricpotential oscillation in the metal-coated SiN film is propagated to the lower SiN film through the sample solution. On the other hand, the biological specimens consist of amino acids, organic matters, and lipids, with low electric permittivity. Therefore, these specimens decrease the transmission signal of the electric oscillation. The image contrast is influenced by the thickness of the biological specimens, which is similar to the transmission image ( Figure 4C ). In our method, yeasts with a diameter greater than 10 mm are sealed in the sample holder; therefore, the transmission length of the signal in water is approximately 10 mm. This length is greater than the high-voltage EB of 1 MeV [7, 8] . Furthermore, our system is more convenient and inexpensive compared with high-voltage transmission electron microscopy. In our experiments, the biological specimens were attached to the SiN film. Therefore, its movements were not detected. However, when the specimens moved, its images probably are unclear in a present system under 160-sec scanning time. Therefore, our next system has to improve at faster scanning time to detect movements of the biological specimens.
The spatial resolution of our method is currently unsatisfactory at approximately 200 nm. Therefore, we are working on improving the spatial resolution. To reach 10-nm resolution, we must investigate the physical process of the signal transmission mechanism. In the future, we plan to develop a high-resolution system using high-frequency EB chopping and a 1-GHz detection amplifier. Furthermore, this system will be introduced to highresolution field-emission SEM. We expect our future FTE system to enable the imaging of unstained biological specimens in water with a resolution greater than 10 nm, allowing observation of living viruses and macromolecular proteins.
In conclusion, we have successfully imaged unstained specimens in water using a newly developed FTE system based on SEM. The specimens in the water layer are placed under the W-Ni-coated SiN film, which is sealed with another 50-nm SiN film using a sample holder. The resulting images clearly show unstained and unfixed yeasts and bacteria in water. Our method offers very low radiation damage to the sample, and the resulting image is similar to the transmission image, depending on the sample volume. Our developed method can easily be utilized for the observation of various biological specimens including living bacteria, viruses, and protein complexes in water. Furthermore, our FTE method can be used for diverse liquid samples across a broad range of scientific fields such as the nanoparticles, organic materials, and catalytic materials. 
Materials and Methods

Metal coating on the SiN film
Sample preparation
A yeast sample of Sacharomyces cerevisiae was obtained from DCL Yeast Ltd. (UK). Active dried yeast (10 mg) was dissolved in 1 ml of solution containing 0.5% (w/v) trehalose (Hayashibara Inc., Japan) and 0.5% NaCl. To ascertain the presence of yeast, a sample solution was observed by optical microscope (4006, Carl Zeiss Axio Observer A1, Germany) before preparation of the sample holder. For the yeast solution with environmental bacteria, the fresh yeasts solution was preserved at room temperature (23 uC) for one week.
Atmospheric sample holder
The developed sample holder maintained the sample solution at atmospheric pressure in the sample space between a W-Ni-coated 50-nm SiN film and a 50-nm SiN film (Figure 1 ). The two SiN films incorporating the liquid sample were sealed using the two sample-holding parts with double-sided tape, and the holding pieces were coupled using two screws. The sample holder consisted of an upper aluminium part and a lower acrylic resin part. The upper part was connected to GND, allowing conduction to the metal layer on the SiN film. The lower part, made of resin, had a high resistivity; hence, measurement at the terminal underside of the holder was insulated from the metal-coated SiN film. 
